03/11/24°  DYNA DRILL KATY INVENTORY LIST
DESCRIPTION P | DOTPN | o8| N | e
287564.7-FCHR-STD-SLD-BLNK 287-56-4.7 [ 102018129 6
313563.5-FCHR-1US-SLD-BLNK 313-56-3.5| 103133912 5
500566.7-CHROME-SOLID-1.375-65A 5 00.56.6.7 | 103384739
500566.7-XP-STD — 103624474
500678.0-CHROME-SOLID-1.375-6 SA 500-67-8.0 101882140
500678.0-NBR-HR-STD-DISCUT — [ 101769067
500678.8-CHROME-SOLID-1.375-6 SA 104232263
500678.8-NBR-HR-STD 500-67-8.8 | 104215988
550678.8-XP-STD 104450648
500788.2-CHROME-SOLID-1.375-6 SA 500-78-8.2| 104451734
550787.6-CHROME-SOLID-1.375-6 SA c50.76.7 o | 103641667
550787.6-NBR-HR-STD — 103632398
675675.0-NBR-HR-STD 675-67-5.0 [ 985-00694
675678.1-CHROME-SOLID-1.375-6 SA 675-67-8.1 104595836
675678.1-NBR-HR-STD — 103000642
675783.3-CHROME-1.00-2.875 REG 675-78-3.3 | 985-00495
675785.0-CHROME-SOLID-1.375-6 SA 675-78-5.0 101680631
675785.7-T1-CHROME-SOLID-1.375-6 SA 102842229
675785.7-T1-HR-.5US 103192185
675785.7-T1-HR-1US 675-78-5.7 | 101650786
675785.7-T1-HR-STD 985-00552
700785.7-T1-HR-STD 101560808
675786.0-CHROME-SOLID-1.375-6 SA 575 7660 | 104595846
675786.0-NBR-HR-STD — | 985-00608
675787.9-CHROME-SOLID-1.375-6 SA 200-78-7.9 103609924
700787.9-NBR-HR-1US — (104413187 5
700568.2-CHROME-SOLID-2.125-6 SA - 00-56.6 2 |102037998 [
700568.2-XP-STD — 102090672 2
700568.2-XP-30S-20S-TAPERED PLEASE ASK| 104407804 8
700674.6-CHROME-SOLID-2.125-6 SA - 00-67.4 6 | 108357459 [
700674.6-NBR-HR-STD — [ 103259100 4
700676.5-CHROME-SOLID-1.375-6 SA 700-67-6.5 103599679 4
700676.5-NBR-HR-STD — [ 103599676 6
7006712.1-CHROME-SOLID-2.125-6 SA 700-67-12.1 103248371 21
7006712.1-NBR-HR-STD — 1103240888 3
7256712.1-XP-10S 725-67-12.1 104231125 30
7006712.1-XP-10S-STD-TAPERED PLEASE ASK 104368090 8
7006712.1-XE-10S-STD-TAPERED [ 104579179 p
700788.5-CHROME-SOLID-2.125-6 SA 102840010 6
700788.5-NBR-HR-STD 700-78-8.5| 102779219 50
700788.5-XP-STD 103403834 5
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https://www.dyna-drill.com/wp-content/uploads/2022/03/287-56-4_7_Specs.pdf
https://www.dyna-drill.com/wp-content/uploads/2022/03/287-56-4_7_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-56-6_7_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-67-8_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-67-8_8_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-67-8_8_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-78-8_2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/550-78-7_6_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-67-5_0-T1_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/08/675-67-8_1_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-3_3-T1_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-5_0_Specs_v3.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-5_7-SX2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-5_7-SX2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-5_7-SX2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-5_7-SX2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-6_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-78-7_9_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-56-8_2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-67-4_6_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-67-6_5_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-67-12_1_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/725-67-12_1_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-78-8_5_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-78-8_5_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-56-6_7_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-67-8_8_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-6_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/08/675-67-8_1_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-67-12_1_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-67-8_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-67-4_6_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-67-6_5_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/550-78-7_6_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-5_7-SX2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-78-7_9_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-56-8_2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/700-78-8_5_Specs.pdf

DESCRIPTION SPECSHEET| ppT pN
800783.4-CHROME-SOLID-1.375-6 SA-2G 800-78-3.4 103086203
800783.4-NBR-HR-STD — [ 101415529
800784.0-CHROME-SOLID-2.125-6 SA 800-78-4.0 985-01314
800784.0-NBR-HR-STD (206" OAL) — [ 101362298
800785.9-CHROME-SOLID-2.125-6SA (293" OAL) 103365440
800785.9-CHROME-SOLID-2.125-6SA (293" OAL) 800-78-5.9 102845098
800785.9-NBR-HR-STD = 1102033813
800785.9-XP-STD 103357252
825787.0-CHROME-SOLID-2.125-6 SA 103377383
825787.0-NBR-HR-0.5US 825-78-7.0 [ 103466735
825787.0-NBR-HR-STD 102825818
875676.6-CHROME-SOLID-2.125-6 SA 875-67-6.6 103341647
900676.6-NBR-HR-STD — 1103685395
962565.0-CHROME-SOLID-4.0 FH 962-56-5.0 | 985-00042
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DESCRIPTION SPEC SHEET| DT PN
338783.0-CARBIDE-SOLID-1.375 338-78-3.0 101250915
338783.0-CHROME-SOLID-1.375-6 SA — | 985-00439
475782.6-BARE F/CARBIDE-SOLID-2.375 HEF 475-78-2.6 101514859
475782.6-CHROME-1.00 BORE-1.375-6 SA 1 985-00515
500566.7-CHROME-SOLID-1.375-6SA 500-56-6.7 | 103384739
500568.4-FCHR-SLD-1.375-6SA 500-56-8.4 | 103072428
500678.8-CHROME-SOLID-1.375-6 SA 500-67-8.8 | 104232263
500783.0-CHROME-1.00 BORE-1.375-6 SA S00.76.3. | 986-01183
500783.0-CHROME-1.00 BORE-1.375-6 SA — 1985-01184
500785.7-FCHR-SLD-1.375-6SA 500-78-5.7 | 103333703
500788.2-CHROME-SOLID-1.375-6 SA 500-78-8.2 | 104451734
500896.0-CHROME-SOLID-1.375-6 SA 500-89-6.0 | 102910654
625782.9-SOLID-SS-2.375 REG 625-78-2.9 1 985-00199
675675.0-BARE F/CARBIDE-1.00-2.875 REG 675-67-5.0 | 101238056
675782.1-CHROME-1.25 BORE-2.875 REG 675-78-2.1 | 985-00006
675783.5-CHROME-SOLID-2.875 REG 675-78-3.5 | 985-00265
675785.0-CHROME-SOLID-2.875 REG 675-78-5.0 1 985-00019
675786.7-CHROME-1.25 BORE-2.875 REG 675-78-6.7 | 985-00446
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https://dyna-drill.com/wp-content/uploads/2022/03/800-78-3_4-ESX3_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/800-78-4_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/800-78-5_9_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/800-78-5_9_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/800-78-5_9_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/825-78-7_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/825-78-7_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/875-67-6_6_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/962-56-5_0-MX_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/338-78-3_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/475-78-2_6-ESX_Specs.pdf
https://www.dyna-drill.com/wp-content/uploads/2022/03/500-56-6_7_Specs.pdf
https://www.dyna-drill.com/wp-content/uploads/2022/04/500-56-8_4_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-67-8_8_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-78-3_0-ESX2_Specs.pdf
https://www.dyna-drill.com/wp-content/uploads/2022/03/500-78-5_7_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-78-8_2_Specs.pdf
https://www.dyna-drill.com/wp-content/uploads/2022/03/500-89-6_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/625-78-2_9-ESX_T2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-67-5_0-T1_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-2_1-ESX_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-3_5-ESX2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-5_0_Specs_v3.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/675-78-6_7-SX3_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/338-78-3_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/475-78-2_6-ESX_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/500-78-3_0-ESX2_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/825-78-7_0_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/875-67-6_6_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/800-78-5_9_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/800-78-3_4-ESX3_Specs.pdf
https://dyna-drill.com/wp-content/uploads/2022/03/800-78-4_0_Specs.pdf

